
Pure water
Removes the dirt and odor from water
Compact and easy to install water puri�cation �lter
Torayvino MK2 enhances your daily life by removing bacteria, harmful 
organic compounds and chlorine while keeping all the good minerals 
in your water with a double �ltration system.

Made easy
• The alarm See-through Window alerts you when the filter needs replacing
• Hi-Flow allows maximum flow rate of 1,6 liters per minute
• Easy to install tap adapters for easy installation in kitchen faucet
• Easy-to-use 3-step water selection lever for easy filter replacement

Toray company and technology
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pure water quality of life

Filter water tap

Remove from water:
Chlorine
Lead
Copper
Solid particles
Viruses
Bacteria*
Pathogens

80%
80%
80%
80%
80%

99.9%
80%

FILTER CARTRIDGE

up to 1500 liters capacity

1968, Toray began the investigation of membrane water treatment technologies and 
has developed many types of membrane to separate the impurities in di�erent sizes for 
the perfect water puri�cation. Toray is currently one of the leading companies in the 
world. The hollow �ber membrane applied to water puri�ers Torayvino developed 
based on medical technology, used for artificial kidneys. Experimental results show that 
the unit removes 99.9% of bacteria, meeting the japan Water Association (JWPA) Volun-
tary Standards for Water Purifiers*.

with �lter Torayvino MK2
hollow �ber membranes inside

Pure Water to your tap



Hi-Flow
This compact water puri�er has a 
maximum flow rate of 2 liters per 
minute which makes moderat change 
to the normal flow rate of unfiltered 
water. By simply rotating the water 
selection lever, you also have a choice 
of either a stream or a spray of 
un�ltered water or spray of �ltered 
water.
Faucet adapters Easy to install
The appliance comes with a series of 
links tap adjustment Easy to install, 
safeguarding that will suit almost any 
type of kitchen tap.
Easy-to-use 3-step water 
selection lever
The advanced Easy-to-use 3-step water 
selection lever �lter change makes 
changing the �lter quick, easy and 
secure, bringing sense and simplicity 
to your water puri�er.

Water Filter Torayvino MK2
The Torayvino’s dual �ltering system is a 
multi-filtration system that removes bacteria, 
impurities and odors for clean, safe and tasty 
drinking water. It consists of a hi-tech hollow-
fibre membrane, which contains micro-pores 
for the efficient removal of 99,99% of bacteria, 
and granular activated carbon which removes 
unpleasant chlorine, bad taste and odors. The 
�lter also preserves all good minerals in the 
drinking water that are vital for human health.
Warning “See-through Window”
The transparent  “See-through Window”, 
a feature unique to Torayvino, renders 
impurities trapped by the hollow �ber visible, 
and helps ensure cartridges are properly 
checked and replaced.
The �ltered water is therefore always safe 
and tasty.
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Removes from water
80%Chlore, chlorine derivatives

80%Bad taste & odor

80%solid particles, dirt, sand, mud

99.9%Germs, Viruses, Bacteria

Filters up 1500liters

Flow of �ltered water 2 lit/min

1 year warranty

Characteristics

Dimensions and weight
• Dimensions (L x W x H): 
  60 x 137 x 105mm.
• Product weight: 230gr.
• Packaging dimensions F 
  (L x W x Y): 84 x 170 x 140mm.
• Weight F: 410gr.
• Packaging dimensions 
  (W x D x H): 360 x 450 x 310mm.
  Weight: 9,3 kg.

• Quantity per box: 20 pcs.
• Country of origin Japan

General Speci�cations
• 3 switching modes: 
  1) unfiltered straight 
  2) unfiltered spray 
  3) filtered water
• Replacement filter: MKC
• Accessories: 4 adapters on tap 
Easy to install no tools needed. 
Change Warning Filter See-through 
Window.
Technical speci�cations
• Key ingredients Filter: Membrane   
  �ltration polysul�de �ber,              
  activated carbon
• Maximum inlet water tempera  
  ture: 50oC
• Water pressure: 70 - 350kPa
• Water flow rate: 2 L / min @    
  100kPa Water Pressure Water  
  Temperature @ 20oC
• Possibility to reduce turbidity: 
  2000 liters (density @ 2 NTU)
• Possibility to reduce chlorine 
  1500 liters (density @ 2 ppm)
• Lifetime filter: Approximately 
  5-6 months if used 10 liters

Filtered water on tap
Speci�cations
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